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ANGULAR ROCK GRADATION:
ONLY CRUSHED ANGULAR ROCK SHALL BE USED. ENGINEER RECOMMENDS CLASS | BALLAST
ROCK (3/4" - 4"). SUBSTITUTE GRADATION SHALL BE APPROVED BY ENGINEER.

EXCAVATE TRENCH
\ TO INSTALL ROCK
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REQUIREMENT THIS SHEET
ROCK DIAMETER PERCENT OF TOTAL SIZE SMALLER
(INCHES) THAN A GIVEN SIZE (%) TOP OF ROCK LOCATION
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CONSTRUCTION REQUIREMENTS
RODENT PROTECTION:

o ROCK TRENCH DEPTH MAY VARY.

o QUANTITIES ARE BASED ON A MINIMUM 18" WIDE EXCAVATED TRENCH, DEPTHS, AND
LENGTHS SPECIFIED IN THE DESIGN TABLE. IF CONTRACTOR CHOOSES TO USE A WIDER
BUCKET TO EXCAVATE TRENCH, CONTRACTOR WILL BE RESPONSIBLE FOR QUANTITY
OVERAGES AND ADDITIONAL COSTS.

e BACK FILL AND BUCKET COMPACT PLACED ROCK IN 12" LIFTS.
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SUPERVISION AND THAT | AM A DULY LICENSED PROFESSIONAL
ENGINEER UNDER THE LAWS OF THE STATE OF MINNESOTA.
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